FRONT STRUT BRACE

Installation Instructions P
% H W #8964

Application i HJ i %Y

Volkswagen Tiguan MK2 '16-present

Components [} & fid {2

(D Brace #1818

Cross bar 12 1pcs
Bracket-RH 42- 1pcs
Bracket-LH 2 Z2-7¢ 1pcs
@ Bolt 1244 (M10x1.5x60) 2pcs
@ Nut ¥218 (M10x1.5-17x10) 2pcs
@ Washer Z75] (20.8x10.7x2) 4pcs

Caution J#=$HI1H

«Installation is recommended to be performed by licensed mechanics with necessary tools

to ensure proper installation and safety, or damage to the product or vehicle may occur.

«Note the routing and position of wires and cables before installation. Please refer to factory manual.
«Tighten bolts and nuts frimly using handtools, or with specified torque if mentioned.
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Instructions %z %4 3t B

1. Remove wiper arms and cowl panel to access strut towers.
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2. Remove the rearmost and outermost bolts on both side of strut towers,
but do not remove the forwardmost ones.
(See arrows in figure 1)
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3. Place supplied brackets of the brace over the studs on strut towers, then
reinstall the nuts to secure the brackets.
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4. Install Cross bar to the brackets on both sides using supplied 2.bolts,
3.nuts and 4.washers.
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5. Reinstall cowl panel and wiper arms.
1% BRIl 25 4 K PR ) B 2 O] R R

Illstration of installed state
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